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carry ballast and activate an alarm at
a set concentration limit; and

(9) Independent laboratory means a
laboratory that—

(1) Has the equipment and procedures
necessary to approve the electrical
components described in §§162.050-21(b)
and 162.050-25(c), or to conduct the test
described in §162.050-37(a); and

(2) Is not owned or controlled by a
manufacturer, supplier, or vendor of
separators, monitors, or bilge alarms.

§162.050—4 Documents
by reference.

(a) The following documents are in-
corporated by reference into this sub-
part:

(1) Underwriters Laboratories Stand-
ard 913 (as revised April 8, 1976).

(2) ““Experimental Statistics’’, Na-
tional Bureau of Standards Handbook
No. 91 (October 1966).

(3) ASTM D 2777-98, Standard Prac-
tice for Determination of Precision and
Bias of Applicable Test Methods of
Committee D-19 on Water—162.050-15.

(b) The documents listed in this sec-
tion may be obtained as follows:

(1) The UL standard may be obtained
from Underwriters Laboratories, Inc.,
(UL), 12 Laboratory Drive, Research
Triangle Park, NC 27709-3995.

(2) You may obtain the ASTM Stand-
ard from the American Society for
Testing and Materials, 100 Barr Harbor
Drive, West Conshohocken, PA 19428-
2959.

(3) The NBS handbook may be ob-
tained from the Superintendent of Doc-
uments, U.S. Government Printing Of-
fice, Washington, DC 20402.

(c) The documents listed in this sec-
tion are also on file in the Federal Reg-
ister library.

(d) Approval to incorporate by ref-
erence the materials listed in this sec-
tion was obtained from the Director of
the Federal Register on August 21, 1979.

[44 FR 53359, Sept. 13, 1979, as amended by
USCG-1999-6216, 64 FR 53228, Oct. 1, 1999;
USCG-1999-5151, 64 FR 67185, Dec. 1, 1999]
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§162.050-5 Contents of application.

(a) An application for approval of a 15
p.p.m. separator, a cargo or bilge mon-
itor, or a bilge alarm must contain the
following information:

§162.050-7

(1) A brief description of the item
submitted for approval.

(2) The name and address of the ap-
plicant and its manufacturing facility.

(3) A detailed description of quality
control procedures, in-process and final
inspections and tests followed in manu-
facturing the item, and construction
and sales record keeping systems main-
tained.

(4) Arrangement drawings and piping
diagrams of the item that give the in-
formation prescribed by §56.01-10(d) of
this chapter.

(5) Detailed electrical plans of the
type described in §110.25-1 of this chap-
ter.

(6) An instructions manual con-
taining detailed instructions on instal-
lation, operation, calibration and zero-
ing, and maintenance of the item.

(7) For each monitor and bilge alarm
and each control on a separator, the vi-
bration test report described in
§162.050-37.

(8) For each cargo monitor, a state-
ment of whether it is to be used with
crude oils, refined products, or both.

(9) A list of the substances used in
operating the item that require certifi-
cation under part 147 of this chapter as
articles of ships’ stores and supplies.

(10) The name of the facility to con-
duct approval testing.

(11) If the applicant intends to use a
test rig other than a test rig of the fa-
cility, a detailed description of the rig.

(b) An applicant may incorporate by
reference in his application informa-
tion that he has submitted in a pre-
vious application.

[44 FR 53359, Sept. 13, 1979, as amended by
USCG-1999-6216, 64 FR 53228, Oct. 1, 1999]

§162.050-7 Approval procedures.

(@) An application for approval of
equipment under this subpart must be
sent to the Commanding Officer, U.S.
Coast Guard Marine Safety Center, En-
gineering Division, 400 Seventh Street
SW., Washington, DC 20590-0001.

(b) The application is examined by
the Coast Guard to determine whether
the item complies with the design re-
quirements and vibration standard pre-
scribed in this subpart and to deter-
mine what probability the item has of
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